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NOTES

This sheet shall be used with the Temporary Traffic Control General Notes Sheets
TC-00(A), TC-00(B), TC-00(C), and allother Temporary Traffic Control Sheets:.

LEGEND

I Traffic Sign

=> Direction of Travel 2. This layout does not replace other TC Detail Sheets, but is<intended as a [supplement
to the required signing.

3. The "Road Work Next XX Miles" sign shall be required on all'projects. {The distance on
the "Road Work Next XX Miles" sign shall be stated to the nearestiwhole mile.
This sign shall be placed at the Beginning of Project (B.O.P.) limits.
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1. This layout represents the minimum
Work Next XX Miles" and "End Road Work" signs.

traffic controls required for placement of "Road

ROAD
WORK
NEXT XX MILES

G20-1

See Note *3 and *4

roadways unless otherwise noted.

5. The "End Road Work'" sign shall be placed 500 feet past the End of Project
(E.0.P.) limits.

6. If "Road Work Ahead" sign is used on a cross road to warn
of road work on another route, then "End Road Work" sign
is not required.

7. "Road Work Ahead" signs are not required if the street has
no other access except through the work zone.

END
ROAD WORK

G20-2
48 IN X 24 N
DIVIDED ROADWAY

!

)

=
=>

NN

\

Ny

* % * Speed limit > 45 mph use "Road Work 1 Mile"
Speed limit < 45 mph use "Road Work Ahead"
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ALLTC DETAILS SHOW MINIMUM CONSTRUCTION SIGNING.
ALL SITUATIONS SHALL BE REVIEWED AND/OR DESIGNED BY THE ENGINEER.
CONTRACTORS ARE RESPONSIBLE FOR COMPLYING WITH ALL TC DETAILS.

4. The "Road Work Next XX Miles" sign shall be a minimum of 36 inches by 60 inches
for all multi-lane roadways and a minimum of 24 inches by 48 inches for two-lane
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